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SYNERGIC CA 
 

 CONCENTRATED PRODUCT 
 EXCELLENT DETERGENCY 
 EFFECTIVE ON A WIDE VARIETY OF SOILS 
 ECONOMICAL IN USE 

 
1. DESCRIPTION 
 

Synergic CA detergent additive is a formulated blend of non-ionic and anionic 
surface active agents.  When added to alkaline or neutral cleaning solutions, 
Synergic CA greatly enhances the cleaning performance and life of the cleaner. 
 

2. APPLICATION 
 

Synergic CA detergent additive may be added to any formulated, spray alkaline, 
non-caustic alkaline, neutral cleaning solution or amorphous phosphate process. 
 
Synergic CA improves draining and rinsing of cleaning and cleaner / coater baths 
improving efficiencies and lowering use costs. 
 
Synergic CA improves soil penetration, detergency, suspension and emulsification of 
cleaning solutions for a wide variety of soils. 
 

3. OPERATION 
 

Spray Cleaning 
      Synergic CA 
Concentration :   0.05% to 0.3% v/v 
Temperature :    30° to 70°C 
Time :     0.5 to 5 minutes 
Spray Pressure :   70 to 250 kPa 

 
Cleaning time can vary due to the type and amount of the soils to be removed. 
 
4. HANDLING 
 

Synergic CA is for industrial use only.  Avoid contact with skin and eyes. 
 
DISCLAIMER 
 
Any information given is, to the best of our knowledge, the best currently available, with respect to our products and their use, 
but it is subject to revision as additional knowledge and experience is gained.  Such information is offered as a guideline for 
experimentation only and is not to be construed as a representation that the material is suitable for any particular purpose or 
use.  Customers are encouraged to make their own enquiries as to the material's characteristics and, where appropriate, to 
conduct their own tests in the specific context of the material's intended use.  This information is not a license to operate under 
nor is it intended to suggest infringement of any patent.  We guarantee a uniform quality standard for this product.  The only 
conditions and warranties accepted by Henkel in relation to this product or process are those implied by either Commonwealth 
or State statutes. 
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